
1. (Twice Amended) A device for bathing comprising: 


a water tight vessel that is sufficiently large to hold a bather; 

at least one armrest connected to the vessel and positioned at a height to support at least 
one arm of the bather; and 

at least one orifice defined by said at least one armrest, the at least one orifice being sized 
and shaped to direct a flow of at least one of pressurized fluid and pressurized air onto at least 
one of a hand, a finger and a forearm of the bather. 



7. (Once Amended) A device for bathing comprising: 

a water tight vessel that is sufficiently large to hold a bather; 

at least one armrest connected to the vessel and positioned at a height to support at least 
one arm of the bather, the at least one armrest defining at least one orifice; and 

at least one jet positioned within the at least one orifice to direct a flow of water or air 
onto at least one of a hand, a finger and a forearm of the bather. 
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15. (Once Amended) A device for bathing comprising: 

a water tight vessel that is sufficiently large to hold a bather; 

at least one armrest connected to the vessel and positioned at a height to support at least 
one arm of the bather, the at least one armrest defining a plurality of orifices; 

at least one air jet positioned within at least one of the plurality of orifices to direct a flow 
of air onto at least one of a hand, a finger and a forearm of the bather; and 

at least one fluid jet positioned within at least one of the plurality of orifices to direct a 
flow of fluid within the device. 
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